
Qualified for Military, Aerospace & Specification Jobs
	EQUIPT. NO.

Class 2 - 5
	SUGGESTED SURVEY

TEMPERATURE
	FURNACE 

RANGE
	CONTROL 

SPECS
	WORKING 

ZONE
	PERODIC SURVEY
	INTERVALS

HIGH/LOW

	SH2 – Salt

Custom – CL 5
	*14000F, *16500F
	1400-16500F

+/- 250F
	AMS 2750

DPS 1.700
	15” D x 34” L

Volume 4 ft3 
	Bi-annual

Class 5, Type D
	14000F

16500F

	FB Sub-Zero 

Liquid N0. – CL 3
	*+600F, *-1300F
	32 to -1300F

+/- 150F
	AMS 2750

DPS 1.700
	24” W x 32” H x 64” L 

Volume 28.4 ft3 
	Bi-annual

Class 3, Type D
	600F

1300F

	4D - Electric

Air – CL 2 
	300 - 8500F, 350 - 9000F, 400 -14000F 

600-10000F, 750 - 10500F, 500 -13000F
	300-14000F

+/- 100F
	AMS 2750

DPS 1.700
	14” D x 20” L

Volume 2 ft3
	Bi-Monthly

Class 2, Type D
	300-8500F

14000F

	8D - Electric

Air – CL 2
	3000F, 5000F, *6000F

4000F, 3500F, 5500F
	300-6000F

+/- 100F
	AMS 2750

DPS 1.700
	9” W x 18” L x 10” H

Volume 0.95 ft3 
	Bi-Monthly

Class 2, Type D
	3000F 

6000F

	11D - Gas  
Air – CL 2  
	300 - 8500F, 350 - 9000F, 400 -14000F 

600-10000F, 750 - 10500F, 500 -13000F
	300-14000F

+/- 100F
	AMS 2750

DPS 1.700
	28” W x 48” L x 26” H

Volume 20.2 ft3 
	Bi-Monthly

Class 2, Type D
	300-8500F

14000F

	12D - Gas  
Air – CL 2 
	300 - 8500F, 350 - 9000F, 400 -14000F 

600-10000F, 750 - 10500F, 500 -13000F
	300-14000F

+/- 100F
	AMS 2750

DPS 1.700
	28” W x 48” L x 26” H

Volume 20.2 ft3
	Bi-Monthly

Class 2, Type D
	300-8500F

14000F

	13D - Gas
Air – CL 2  
	300 - 8500F, 350 - 9000F, 400 -14000F 

600-10000F, 750 - 10500F, 500 -13000F
	300-14000F

+/- 100F
	AMS 2750

DPS 1.700
	28” W x 48” L x 26” H

Volume 20.2 ft3 
	Bi-Monthly

Class 2, Type D
	300-8500F

14000F

	1H - Radiant Tube  
Endo-Air – CL 5  
	14000F, 19000F

15500F, 17000F
	1400-19000F

+/- 250F
	AMS 2750

DPS 1.700
	30” W x 48” L x 20” H

Volume 16.7 ft3 
	Quarterly

Class 5, Type D
	14000F 

19000F

	2H - Radiant Tube  
Endo-Air – CL 5  
	14000F, 17500F

(450 +/- 25 CFH)
	1400-17500F

+/- 250F
	AMS 2750

DPS 1.700
	30” W x 48” L x 22” H

Volume 18.4 ft3 
	Bi-annual Class5, Type D
	14000F 

17500F

	3H – Radiant Tube
Endo-Air – CL 5  
	14000F, 19000F

(175 +/- 25 CFH)
	1400-19000F

+/- 250F
	AMS 2750

DPS 1.700
	24” W x 36” L x 18” H

Volume 9.0 ft3 
	Bi-annual 

Class 5, Type D
	14000F 

19000F

	11H – Electric
Argon-Air – CL 5  
	14000F19000F 
	1400-20000F

+/- 250F
	AMS 2750

DPS 1.700
	30” W x 22” H x 48” L 

Volume 18.3 ft3 
	Quarterly 

Class 5, Type D
	14000F 

20000F

	6D – Electric 

(Pit) Air – CL 2
	300 - 8500F, 350 - 9000F, 400 -14000F 

600-10000F, 750 - 10500F, 500 -13000F
	300-14000F

+/- 100F
	AMS 2750

DPS 1.700
	46” D x 204” L

Volume 197 ft3
	Bi-Monthly

Class 2, Type D
	300-8500F

14000F

	7D – Electric 

(Pit) Air – CL 2
	300 - 8500F, 350 - 9000F, 400 -14000F 

600-10000F, 750 - 10500F, 500 -13000F
	300-14000F

+/- 100F
	AMS 2750

DPS 1.700
	46”D x 288”L

Volume 278 ft3
	Bi-Monthly

Class 2, Type D
	300-8500F

14000F

	22H – Electric 

(Pit) Air  – CL 2
	300 - 8500F, 350 - 9000F, 400 -14000F 

600-10000F, 750 - 10500F, 500 -13000F
	300-14000F

+/- 100F
	AMS 2750

DPS 1.700
	32”D x 136”L

Volume 63 ft3
	Bi-Monthly

Class 2, Type D
	300-8500F

14000F

	25D - Elictric 

(Pit) Air  – CL 2
	*300 -*8000F, 400 - 9000F, 500 -*12000F 

600-10000F, 700 - 11000F, 350 - 9500F
	300-1200

+/- 100F
	AMS 2750

DPS 1.700
	5’D x 7’L 

Volume 138 ft3
	Bi-Monthly

Class 2, Type D
	300-8000F

12000F

	23H - Electric 

Endo-Air  – CL 5
	14000F, 19500F

(1300 +/- 25 CFH)
	1400-19500F

+/- 250F
	AMS 2750

DPS 1.700
	46”D x 216”L

Volume 261 ft3
	Bi-annual

Class 5, Type D
	14000F

19500F

	24H - Electric 

Endo-Air – CL 5
	14000F, 19500F

15500F, 17000F
	1400-19500F

+/- 250F
	AMS 2750

DPS 1.700
	46”D x 270”L

Volume 208 ft3
	Quarterly

Class 5, Type D
	14000F 

19500F

	25H – Gas – 

Endo-Air – CL 5
	1300, 1750 

(875 +/-25 CFH)
	1300+/- 100F

1750+/- 250F
	AMS 2750

DPS 1.700
	5’D x 7’L 

Volume 138 ft3
	Bi-annual

Class 5, Type D
	13000F

17500F


*Survey minimum and maximum operating temperature in each range, once annually


	EQUIPT.  NO.

Class 
	SURVEY

TEMPERATURE
	FURNACE 

RANGE
	CONTROL 

SPECS
	WORKING 

ZONE
	PERODIC SURVEY
	INTERVALS

HIGH/LOW

	SD5 - Gas
Salt  – CL 4
	3500F - 4500F 


	350-4500F

+/- 200F
	AMS 2750


	24” W x 34”H x 30.5”L

Volume 14 ft3
	Bi-annual 

Class 4, Type D
	3500F 

4500F

	9D - Electric
Air – CL 5
	3000F - 6000F 


	300-6000F

+/- 250F
	AMS 2750


	24” W x 20”H x 48”L 

Volume 13.4 ft3
	Bi-annual

Class 5, Type D
	3000F 

6000F



	EQUIPT.  NO.

Class 
	SURVEY

TEMPERATURE
	FURNACE 

RANGE
	CONTROL 

SPECS
	WORKING 

ZONE
	PERODIC SURVEY
	INTERVALS

HIGH/LOW

	1D - Electric
Air – CL 5   
	3000F - 6000F 

Calibration Quarterly
	300-6000F

+/- 250F
	AMS 2750

Instrument
	9” W x 10”H x 18”L

Volume 0.95 ft3
	N/A

Class 5, Type D
	3000F 

6000F

	10D - Electric
Air  - CL 2   
	3000F - 6000F 

Calibration Quarterly
	300-6000F

+/- 100F
	AMS 2750

Instrument
	9” W x 10”H x 18”L

Volume 0.95 ft3
	N/A

Class 2, Type D
	3000F 

6000F

	5H - Electric 

Endo-Air – CL 5
	14000F, 17000F (200 +/- 25 CFH ) Calibration Quarterly
	1400-17000F

+/- 250F
	AMS 2750

Instrument
	28”D x 144”L

Volume 52 ft3
	N/A

Class 5, Type D
	14000F 

17000F

	6H - Open Fire  
Car Bottom – CL 6
	600 - 17000F 

Calibration Quarterly
	600-17000F

+/- 500F
	AMS 2750

Instrument
	81”W x 94”H x 204”L

Volume 1165 ft3
	N/A

Class 6, Type D
	600 - 11500F 

17000F

	7H - Open Fire  
Car Bottom – CL 6
	450--15500F 

Calibration Quarterly
	450-1550F

+/- 50F
	AMS 2750

Instrument 
	144W x 108H x 264L

Volume 2376 ft3
	N/A

Class 6, Type D
	450 - 10000F 

15500F

	21H – Open fire
Air   (Custom) – CL 6
	300 - 900 - 14000F 

Calibration Quarterly
	300-14000F

+/- 500F
	AMS 2750

Instrument 
	90”W x 84”H x 132”L

Volume 577.5 ft3
	N/A

Class 6, Type D
	300 - 8500F 

14000F
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